
The Liebherr T 33-10s  
Telecopic Handler
in municipal application at company 
Johann Hutter in Austria

Job Report Telescopic Handler

T 33-10s  
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Situation
The sole proprietorship Johann Hutter has been operating 
in the field of earth moving since 1987. A few years later the 
business area of renting and leasing was added and with it the 
management of all real estate. In total, this results in a varied 
field of activity that stretches many different operating sites. 
The company's main field of operation includes earthwork, 
renovating work as well as snow clearing.

Task
Due to various different site of operation and tasks, the company 
frequently has to transport machines as well as various building 
materials from one site to another. Mini excavators, for instance, 
have to be hauled to the respective site by means of a trailer. 
Thereby, the driver frequently has to negotiate steep and twisty 
sections.
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Solution
Liebherr responded to its customer’s wishes and was able to offer 
a machine that meets all requirements. Since then, a Liebherr 
T 33-10s telescopic handler has been part of Johann Hutter’s 
fleet. The machine is used summer and winter for various loading 
tasks and the transport of equipment and materials.

“I appreciate the quality of Liebherr. The components are high-
quality and robust down to the last detail,” says Johann Hutter 
with conviction. In addition, the sole proprietor appreciates the 
cost-effectiveness of this machine, as its low fuel consumption 
ensures low operating costs. 

This versatile construction machine is solidly built from the 
ground up and is designed for the best performance in the most 
varied of applications. The T 33-10s is equipped with a Deutz 
diesel engine producing 100 kW / 136 bhp (ISO 14396). It meets 
the emission standards Stage IV / Tier 4 final by means of a diesel 
oxidation catalyst (DOC) and selective catalytic reduction (SCR). 
Its continuously variable, hydrostatic drive system guarantees 
maximum pulling power in all work situations while the interplay 
between the proven drive components, the diesel engine and 
the work hydraulics reduce fuel consumption while maximising 
power. The telescopic handler is braked wear-free by the 
hydrostatic drive. By automatically activating the parking brake, 
the standard Liebherr-Hill-Assist provides safety and high levels 
of driving comfort when driving in uneven terrain.

The newly designed frame and the balanced wheelbase ensure 
a low centre of gravity. As a result, the stability of Liebherr 
telescopic handlers is just as impressive when loading or when 
stacking. The robust telescopic boom is pivot mounted low in the 
frame. Strong slide bearings allow for perfect guidance even with 
heavy loads. The end position damping, installed as standard in 
the lifting and telescopic cylinder, ensures safe movement of the 
load even with an extreme boom position.

The cabin of the Liebherr telescopic handler is the ideal 
workplace. The excellent all-around view, with a spacious interior, 
ensures safety, while ergonomic controls provide for relaxed 
and productive working. The wide range of attachments make 
the Liebherr telescopic handler an all-rounder. From a basic lift 
fork, to one of the various buckets or the most versatile hydraulic 
attachments – it masters every task.
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Liebherr-Werk Telfs GmbH
Hans Liebherr-Straße 35, A-6410 Telfs 
 +43 50809 6-100, Fax +43 50809 6-7772 
www.liebherr.com, E-Mail: lwt.marketing@liebherr.com
www.facebook.com/LiebherrConstruction

Technical Data
Operating weight 8,230 kg / 18,144 lb  
Deutz Diesel engine TCD 3.6 L4
Rated power (ISO 3046) 100 kW / 136 HP at 2,300 rpm   
Emissions stage IV
Max. lift height 9,747 mm / 32'
Max. lift capacity 3,300 kg / 7,275 lb
Max. forward reach 7,176 mm / 23'7"
Pump flow max. 106 l/min. / 35.20 Imp.gpm at 2,300 rpm   
Drawbar pull 40 km/h / 24.7 mph / 100 kW / 57 kN / 12,810 lbf   

Equipment
Tyres Alliance A 580 460/70 R24
Hydraulic quick coupler Kramer
Light weight bucket 2.0 m³ / 2.62 yd³
Towing hitch with automatic locking


