
Request Data 

Winch Systems
General Information
Request Data Telephone
Company E-Mail
Contact Person Application
Road Machine / Type
Postcode  Location Required quantity / Annual quantity
Country Requested delivery data

Inquiry Winch Systems
Operational Data
Load case / description Lifting capacity mh [t]  Lifting speed vh [m/min] Time share [%]
1
2
3
4

Required service life* t [h]
* Sum of time while mechanism in movement

Technical Data
Lifting height H [m]
Number of winding layer on a drum nl [-]
Number of ropes per drum nr [-]
Hoist reeving nm [-]
Number of fixed deflection sheaves between drum and hoist or moving part nS [-]
Secondary brake required [yes / no]

Ambient temperature winch T [°C]
Ambient temperature switch cabinet TSRA [°C]
Installation altitude ma.s.l. [m]
Required protection class of motor IP ___
Operation category of motor S ___
Required protection class of motor IP ___

Further Comments / Requirements

Description of application / operation
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Liebherr-Components AG
Postfach 222, CH-5415 Nussbaumen / AG 
 +41 56 296 43 00, Fax +41 56 296 43 01
www.liebherr.com, E-Mail: components@liebherr.com

For further questions, 
please do not hesitate to contact us.
Please return completed form to: 
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