Application Report Telescopic Handler

T 60-9s
The Liebherr T 60-9s
Telescopic Handler
at the recycling operations of Jüly
Abfallservice GesmbH, Austria

Situation
Jüly Abfallservice GesmbH is a family-owned business and
since its foundation in 1955 it has grown from an agricultural
operation in cesspit emptying to a modern waste management
company. The company from Bruck an der Leitha combines innovative and sustainable approaches with competent partners
and consistent continuity to make a significant contribution to
the waste disposal operations in Eastern Austria. The range of
services provided by the waste management company includes drain and sewer cleaning, trough and container services,
event disposal services, portable toilet rental, municipal organic
and paper wasted disposal, services for the catering trade as
well as building and general cleaning services.
Task
Within its remit for municipal waste disposal, Jüly Abfallservice
GesmbH takes care of the collection and disposal of organic
waste and paper recycling for the entire district. The company
also operates a composting plant and the municipal waste recycling centre for Bruck an der Leitha. Alongside waste paper
and cardboard, general household and plastic waste, the centre also takes in construction site waste and organic material
such as garden clippings from both members of the public and
businesses. Due to the pressure on quick turn-around times
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in the waste recycling sector, the various waste fractions have
to be unloaded and sorted as quickly as possible. The waste
materials vary greatly in their properties. Wind is a major influencing factor and presents a challenge.
Strong wind conditions often prevail in the region. Having the
bucket fitted with a top clamp was therefore a critical requirement. This allows the risk of drifts, when handling light materials such as paper or plastic waste, to be minimised. The
company also carries a large stock of containers, waste skips
and portable toilets that are used, for example, for events or
on construction sites. A telescopic handler is one of the critical
pieces of equipment, deployed at the company premises, for
all handling and loading activities. Sharp metal parts, nails and
other pointed objects that occur at the recycling depot result in
heavy wear on the tyres. The telescopic handler was equipped
with solid rubber tires so that the operator and the machine can
manoeuvre safely over the terrain. It was also important to raise
machine up-time by using appropriate equipment combined
with an hydraulic quick coupling system. This simultaneously
allows for a steady increase in handling capacity while managing the acute pressure on time in waste management.

Solution
Liebherr took full stock of the customer requirements and
was able to offer a machine that met all their demands.
And from that time onwards, a Liebherr T 60-9s telescopic
handler has been an integral part of the Jüly Abfallservice
GesmbH fleet. The unit is in use all year round for a range
of loading tasks, from sorting and compressing waste to
loading and unloading containers. “In the final analysis, we
selected Liebherr because the overall package was right.
Quality was important to us - and now we have a powerful
machine from Austria with the best level of on-site service
support,” commented Franz Neuwirth, Operations Manager
and Authorised Signatory for Jüly Abfallservice GesmbH.
With waste management operations, it is vital to make the
best use of space - in length and breadth and in height. This
is where the universal application of the Liebherr telescopic handler really scores. Because it is fast and agile and
has powerful operating hydraulics, its positive strengths
really come to the fore when handling large quantities of
material. Equipped with a Deutz diesel engine, rated at 115
kW / 156 hp (ISO 14396) and emission level IV / Tier 4, the
T 60-9s can be operated in a particularly energy-efficient
manner. The exhaust gas is cleaned in two stages via a
diesel oxidation catalytic converter (DOC), combined with
an SCR catalytic converter. Its continuously variable, hydrostatic drive system guarantees maximum tractive power in
all work situations, while the coordination between the proven drive components, the diesel engine and the operating

hydraulics reduce fuel consumption while maximising output. The telescopic handler allows wear-free braking due to
the self-locking effect of the hydrostatic drive. The optional
Auto-Power function ensures fast loading cycles as it allows the engine speed to be automatically adjusted - without changing the driving speed. This allows the necessary
power for the operating hydraulics to be called up - without
varying the driving speed. The Liebherr Hill Assist is installed as standard and ensures safety and maximum driving
comfort when moving over uneven terrain by automatically
activating the parking brake.
The newly designed chassis frame and the balanced wheelbase ensure a low centre of gravity. As a result, the stability
of Liebherr telescopic handlers is just as impressive when
loading or when stacking. The robust telescopic boom is pivot mounted low in the frame. Strong slide bearings allow for
perfect guidance even with heavy loads. The end position
damping, installed as standard in the lifting and telescopic
cylinder, ensures safe movement of the load even with the
boom fully extended.
The cab of the telescopic handler provides space for comfort
and safety. The excellent all-around view, with a spacious
interior, ensures safety, while ergonomic controls provide for
relaxed and productive working. The wide range of attachments make the Liebherr telescopic handler an allrounder.
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Technical Data

Equipment
11,700 kg
TCD 4.1 L4
115 kW / 156 HP
IV
8,780 mm
6,000 kg
4,880 mm
200 l/min
20 km/h – 103 kN

Fitted tyres
Camso MPT 793S 375 / 85-R 24
Quick coupler
Scorpion
Loading fork
Bucket with LSGB gripper
2.5 m³
Industrial fork carrier with two forks
2.0 m
Front towing hitch
Towing hitch with auto-regulating anti-vibration
dampers – Comfort Drive
Auto-Power function
Printed in Austria BK LWT/VM-12264527-di-05.20_enGB
Subject to technical modifications.

Operating weight
Deutz diesel engine
Rated power (ISO 3046)
Emission stage
Max. lifting height
Max. load capacity
Max. reach
Op. hydraulics max. feed rate
Tractive power
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